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INSTALLATION GUIDE 


Before you begin — Read these instructions 
completely, including the 
important safety instructions. 

Note to Installer © — Be sure to leave these 
instructions with the consumer. 

Note to Consumer — Keep these instructions for future 
reference. 

Inventory 

Floor Mount Charger (FMi00) 

Owner’s Manual 

Installation Guide 


Wire nuts suitable for 8 AWG wires (qty. 3) 
Charge paddle door key 


Installation Tool and Material Requirements FLOOR MOUNT CHARGER 


@ Manufacturer-approved mounting base and associated (FM1 00) 
hardware 


è SAE wrench set or equivalent 
ə Phillips head screwdriver 


Important Safety Instructions 


The Floor Mount Charger (FM100) is designed with the safety concerns of the consumer as an utmost priority; 
however, the following safety precautions must be read and followed: 


ə The charger should be installed by a qualified electrician in accordance with all local electrical codes and 
ordinances. 


è Do not install in a location that covers the air intake (upper left side) or exhaust (lower rear) vents. 


e GROUNDING INSTRUCTIONS — The charger should be connected to a grounded, metal, permanent wiring 
system; or an equipment-grounding conductor should be run with circuit conductors and connected to grounding 
terminal or lead on the charger. Connections to the charger should comply with all local codes and ordinances. 


e Cail the service center anytime a procedural question arises: DO NOT attempt to perform the procedure. 


CAUTION: This symbol identifies procedural steps that, if performed incorrectly, 
may cause equipment damage. 


Read allinstallation requirements and instructions before performing the 
installation. 


Requirements 


1. 


The charger weighs approximately 47.6 kg (105 Ibs). This installation is a two-person operation. 


2. The location where the charger/mounting base will be installed must have a 208 - 240 V ac, 50/60 Hz, 
single-phase. 40-A input power line supplied to it. It is required that a separate circuit breaker serve 
the charger input power line. 

3. The installation instructions assume that either a manufacturer-approved mounting base, or a mounting 
that accommodates the dimensions outlined in Figure1, with power has been installed. 

4. The top left side and the lower rear of the charger must remain unobstructed for proper air intake and 
exhaust. 

5. The charger must be mounted within access of the electric vehicle charge port. Note that the charge 
paddle cable length is 170 cm. (5 ft. 6 in.). 

Instructions 

1. Remove charger from shipping container. 

2. Remove six screws securing kick panels to bottom of charger; remove kick panels (see Figure 2). 

3. Remove lower front panel as follows: 

a. Remove two screws securing top front panel to lower front panel. 
b. Working from bottom up. push in side tabs of lower front panel while gently pulling on panel. 
Remove front cover of junction box. 
Move charger to mounting base. 
Before placing charger onto base, route power conduit through opening at bottom of charger 
as shown in Figure 2. 
7. Align holes of charger with studs of base and place charger on hase. 
8. Place flat washer, lock washer, and nut, in this order, onto stud. 
a. Hand tighten nut. 
b. Repeat for each stud (4 times). 
9. 


10. 


11. 
12. 


Tighten down all nuts with wrench. 


CAUTION: Turn off the circuit breaker at the service or distribution panel 
supplying the charger with power before attempting to perform the 
following steps. 

Turn charger circuit breaker off as follows: 

a. Unlock and open charge paddle door. 


b. Pull out charge paddle and push red button; circuit breaker door opens as shown in Figure 2, 
Views A and B. Gs 


c. Flip circuit breaker switch to OFF (down) position. 
Punch out bottom center knockout of junction box. 


Using front opening for access into charger, feed conduit from base into junction box; use 
grommet or conduit hub as strain relief. 
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Figure 1. Charger Mounting Hole Locations 
Connect wires with wire nuts shown in Figure 2 View C as follows: 


INPUT POWER: 208 — 240 V AC 


LINE 1 (HOT) BLACK WIRE 
LINE 2 (HOT) BLACK WIRE 


GROUND ____GREEN WIRE 
NOTE: NEUTRAL NOT 
REQUIRED/CONNECTED 


Turn on service panel circuit breaker, and set charger circuit breaker switch to ON (up) 

position. Verify courtesy light is lit. 

a. If courtesy light does not illuminate, check all circuit breakers and wiring to charger and 
check charger input voltage. 


Pull charge paddle out of ite holster. 


Verify display briefly reads UNIT OK, and then READY. 


a. If display does not illuminate, check all circuit breakers and wiring to charger and check 
charger input voltage. 


b. Refer all other problems to qualified service personnel. 
Return charge paddle to holster and close the charge paddle door. 


Set charger circuit breaker switch to OFF (down) position, then turn off service panel circuit 
breaker switch. 


Replace junctian box cover. 


Replace lower front cover as follows: 

a. Align flange at top of lower front panel with slots of upper front panel. 

b. Working downward, gently tap sides of lower panel until side tabs engage. 
c. Screw together upper and lower front panels. 


Replace kick panels, then turn on service panel circuit breaker. 
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Figure Z. Charger Features and Installation Diagram 


